
A0.1
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BATTISTESSA RESIDENCE
PROJECT INFORMATION

OCCUPANCY: R-3 SINGLE-FAMILY RESIDENCE
2,509 SF

U GARAGE
571 SF

NUMBER OF STORIES: 3

CONSTRUCTION TYPE: VB

DESIGN CRITERIA
DEAD LOADS:

ROOF 15 PSF
FLOOR 25 PSF
DECK 10 PSF
WALL 10 PSF

LIVE LOADS:
FLOOR 40 PSF

SNOW LOADS:
PG 198 PSF

WIND:
EXPOSURE B
WIND SPEED 101 MPH

SEISMIC:
OCCUPANCY CATEGORY 1
SITE CLASS D
SDC D
R 6.5
CS 0.138

FOUNDATION:
BEARING PRESSURE 2000 PSF
COEFFICIENT OF FRICTION 0.4
AT REST PRESSURE 55 PCF
ACTIVE PRESSURE 35 PCF
PASSIVE PRESSURE 350 PCF
UNIT WEIGHT OF SOIL 110 PCF

T-24 REQUIREMENTS
INSULATION TYPE:

ROOF R-38
FLOOR R-19
WALL R-21

MECHANICAL EFFICACY REQUIREMENTS:
FURNACE 92% EFFICIENT
DHW SYSTEM 90% EFFICIENT

FENESTRATION REQUIREMENTS:
0.34 U-FACTOR / 0.31 SHGC

FIRE SPRINKLER SYSTEM
This residence will require a sprinkler system.
Automatic residential fire sprinkler systems will require a
separate submittal, review, INSPECTION & approval by
the MEEKS BAY FIRE PROTECTION DISTRICT. Automatic
residential fire sprinkler systems shall be designed and
installed in accordance with CRC Section R313.3 or
NFPA 13D.

(Fire Sprinkler system to be designed by others.)

PROJECT:
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850 north lake blvd., suite 19
po box 5747, tahoe city, ca 96145
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NOTE: All drawings and written material contained herein constitute
original and unpublished work of the designer and may not be duplicated,

used, or disclosed without the written consent of Sandbox.

NEW RESIDENCE

 ANDREW BATTISTESSA  

date iteration

LOT 72  GLENRIDGE PARK
UNIT NO. 2

EL DORADO COUNTY   CA
A.P.N. 016-582-06

NEW
RESIDENCE

BATTISTESSA
FAMILY RETREAT

10-15-14 CLIENT CONCEPTUALS

10-31-14 PARTIAL PRELIMS

12-16-14 PRELIMS

03-02-15 TRPA PRE-APPROVAL SUB 

02-06-15 BID SET

03-04-15 EL DORADO COUNTY SUB

04-25-15 PLAN CHECK RESPONSE

CONTACT INFORMATION

BUILDING DEPARTMENT

EL DORADO COUNTY- PLACERVILLE OFFICE
2850 FAIRLANE COURT, BUILDING C
PLACERVILLE, CA 95667
(530) 621-5315

OWNERS

ANDREW BATTISTESSA

DESIGNER / ENGINEER

SANDBOX - SCOTT GILLESPIE / JASON ATWOOD
850 NORTH LAKE BOULEVARD, SUITE 19
POST OFFICE BOX 5747
TAHOE CITY, CA 96145
530-583-8822

DESIGN REVIEW

TAHOE REGIONAL PLANNING AGENCY

SCOPE OF WORK

THIS PROJECT CONSISTS OF CONSTRUCTION OF A NEW
2,509 SQ.FT. SINGLE FAMILY RESIDENCE, TERRACES
AND DRIVE ON A PREVIOUSLY UNDEVELOPED SITE.

APPLICABLE CODES

2013 CALIFORNIA RESIDENTIAL CODE (CRC)
2013 CALIFORNIA BUILDING CODE (CBC)(WHEN
REFERENCED BY THE 2013 CRC)
2013 CALIFORNIA MECHANICAL CODE (CMC)
2013 CALIFORNIA ELECTRICAL CODE (CEC)
2013 CALIFORNIA PLUMBING CODE (CPC)
2013 CALIFORNIA FIRE CODE
2013 CALIFORNIA GREEN BUILDING STANDARDS CODE
2013 CALIFORNIA ENERGY CODE (2010 ENERGY
EFFICIENCY STANDARDS)

SQUARE FOOTAGE
INVENTORY

PROPOSED LIVING SPACE : 2,509 SF
GARAGE : 571 SF
DECKS / PORCHES : 421 SF
COVERED DECKS / PORCHES : 110 SF
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CRC R327 - EXTERIOR WILDFIRE EXPOSURE:

1.) ALL MATERIALS, SYSTEMS & METHODS OF CONSTRUCTION USED FOR THIS
PROJECT SHALL BE IN ACCORDANCE WITH THE STATE OF CALIFORNIA CODE FOR
EXTERIOR WILDFIRE EXPOSURE CRC R327.

2.) CRC R327, REQUIRE THAT THIS STRUCTURE, WHICH IS LOCATED IN A WILDLAND
URBAN INTERFACE AREA, HAVE AT LEAST ONE PANE OF TEMPERED GLASS ON ALL
EXTERIOR WINDOWS & DOORS PER CRC R327.8.

3.) REFER TO COVER SHEET A0.1 FOR SPECIFIC CRC R327 REQUIREMENTS.

ABBREVIATIONS

WILDLAND URBAN INTERFACE

1. Per the 2013 CRC R327.1.5: Prior to building permit final approval, the property
shall be in compliance with the vegetation management requirements prescribed in
California Fire Code section 4906, including California Public Resources Code 4291 or
California Government Code Section 51182.

a) Maintain effective defensible space by removing and clearing away flammable
vegetation and combustible growth from areas within 30 feet of such buildings or
structures. Single specimens of trees, ornamental shrubbery or similar plants used
as ground covers, are exceptions provided that they do not form a means of
rapidly transmitting fire from the native growth to any structure.

b) Maintain additional effective defensible space by removing brush, flammable
vegetation and combustible growth from areas located 30 feet to 100 feet of
such buildings or structures when required by the fire code official due to
steepness of terrain or other conditions causing 30 feet to be insufficient.

c) Remove portions of trees, which extend within 10 feet of the outlet of a chimney.
d)Maintain portions of trees adjacent to or overhanging a building free of

deadwood.
e)Maintain the roof of a structure free of leaves, needles or other dead vegetative

growth.

2. Roofs shall comply with the requirements of Chapter R327 and Chapter 8 of the
2013 California Residential Building Code. Roofs shall have a roofing assembly installed in
accordance with its listing and the manufacture’s installation instructions. (Section
R327.5 2013 CRC) - USFM Listing # - 8160

3. Roof coverings: Where the roof profile allows a space between the roof covering and
roof decking, the spaces shall be constructed to prevent the intrusion of flames and
ember, be fire stopped with approved materials or have one layer of No. 72 ASTM cap
sheet installed over the combustible decking. (Section R327.5 2013 CRC)

4. Roof Valleys: When provided, valley flashings shall be not less than 0.019-inch (No.
26 galvanized sheet gage) corrosion-resistant metal installed over a minimum 36” wide
underlayment consisting of one layer of No. 72 ASTM cap sheet running the full length of
the valley. (Section R327 2013 CRC)
material construction or be heavy timber. (Section R327.5.3)

5. Roof Gutters: Roof gutters shall be provided with the means to prevent the
accumulation of leaves and debris in the gutter. (Section R327.5.4 2013 CRC)

6. Attic ventilation: Roof and attic vents shall resist the intrusion of flame and embers into
the attic area of the structure, or shall be protected by corrosion resistant,
non-combustible wire mesh W/ A MIN. OPENING OF 1/16" & A MAX. OPENING OF 1/8". All
attic ventilation shall comply with section R327 of the 2013 CRC.

7. Exterior walls shall be approved noncombustible or ignition-resistant material, heavy
timber, or log wall construction or shall provide protection from the intrusion of flames
and embers in accordance with standard SFM 12-7A-1. (Section R327 of the 2013
CRC)

8. Exterior wall coverings: Exterior wall coverings shall extend from the top of the
foundation to the roof, and terminate at 2” nominal solid wood blocking between rafters
at all roof overhangs, or in the case of enclosed eaves, terminate at the enclosure.
(Section R327 of the 2013 CRC)  OSFM Listing # - 8140

9. Exterior wall openings: shall be in accordance with section R327 of the 2013 CRC.

10. Exterior wall vents: Unless otherwise prohibited by other provisions of this code,
vent openings in exterior walls shall resist the intrusion of flame and embers into the
structure or vents shall be screened with a corrosion-resistant, noncombustible wire mesh
W/ A MIN. OPENING OF 1/16" & A MAX. OPENING OF 1/8" (Section R327 of the 2013
CRC).

11. Exterior glazing and window walls: Exterior windows, window walls, glazed doors, and
glazed openings within exterior doors shall be insulating-glass units with a minimum of one
tempered pane, or glass block units, or have a fire-resistive rating of not less than 20
minutes, when tested according to ASTM E 2013 or conform to the performance
requirements of SFM 12-7A-2. (Section R327 of the 2013 CRC) - USFM Listing# -
8120

12. Exterior door assemblies: Exterior door assemblies shall conform to the performance
requirements of standard SFM 12-7A-1 or shall be approved noncombustible
construction, or solid core wood having stiles and rails not less than 1-3/8” thick, or
shall have a fire-resistance rating of not less than 20-minutes when tested according to
ASTM E 2074. (Exception: Noncombustible or exterior fire-retardant treated wood
vehicle access doors are not required to comply with this chapter.) (Section R327 of the
2013 CRC) - USFM Listing # - 8150

13. Decking surfaces: Decking, surfaces, stairtreads, risers, and landings of decks,
porches, and balconies where any portion of such surface is within 10’ of the primary
structure shall comply with one of the methods listed in Section R327 of the 2013 CRC.
USFM Listing # - 8110

14. Underside of appendages and floor projections: The underside of cantilevered and
overhanging appendages and floor projections shall maintain the ignition-resistant
integrity of exterior walls, or the projection shall be enclosed to the grade. (Section
R327 of the 2013 CRC) - USFM Listing # - 8160

15. Unenclosed underfloor protection: buildings shall have all underfloor areas enclosed
to the grade the same as exterior wall requirements in accordance with R327 of the
2013 CRC. (Exception) The complete enclosure of under floor areas may be omitted
where the underside of all exposed floors, exposed structural columns, beams and
supporting walls are protected as required with exterior ignition-resistant material
construction or be heavy timber. (Section R327 of the 2013 CRC)

16. Ancillary buildings and structures: when required by the enforcing agency, ancillary
buildings and structures and detached accessory structures shall comply with the
provisions of Section R327 of the 2013 CRC)


